
reduces sand, rust and sediment



36-250-10-MATRIKX®

36-250-20-MATRIKX®

36-450-10-MATRIKX®

36-450-20-MATRIKX®

2 ¾ ” x 9 ¾ “
(70mm x 248mm)

> 45,000 gallons @ 1gpm
> 171,000 litres @ 3.8 l/min

2 ¾ “ x 20 “
(70mm x 508mm)

4 ½ ” x 9 ¾ “
(114mm x 248mm)

4 ½ “ x 20 “
(114mm x 508mm)

> 90,000 gallons @ 2gpm
> 342,000 litres @ 7.6 l/min

> 180,000 gallons @ 3gpm
> 684,000 litres @ 11.4 l/min

> 360,000 gallons @ 7gpm
> 1,368,000 litres @ 26.6 l/min

>3,500 gallons @ 0.5 gpm

>13,200 litres @ 1.9 l/min

>7,000 gallons @ 1 gpm

>26,400 litres @ 3.8 l/min

>10,500 gallons @ 1.5 gpm

>39,700 litres @ 5.6 l/min

>21,000 gallons @ 3 gpm

>79,400 litres @ 11.4 l/min

5psid @ 1gpm

5psid @ 2gpm

7psid @ 3gpm

7psid @ 7gpm

> 4,000 gallons @ 0.5gpm
> 15,200 litres @ 1.9 l/min

> 8,000 gallons @ 1gpm
> 30,000 litres @ 3.8 l/min

> 12,000 gallons @ 1.5gpm
> 45,500 litres @ 5.6 l/min

> 24,000 gallons @ 3gpm
> 91,000 litres @ 11.4 l/min

> 750 gallons @ 0.5gpm
> 2,800 litres @ 1.9 l/min

> 1,500 gallons @ 1gpm
> 5,700 litres @ 3.8 l/min

> 2,250 gallons @ 1.5gpm
> 8,500 litres @ 5.6 l/min

> 4,500 gallons @ 2gpm
> 17,000 litres @ 7.6 l/min

PFAS Reduction 
Capacity*
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